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Pesoription of the Secotion of Railway Line ERFURT to j

In this report all distances are measured in kilometres
from ERFURT.

1, Permanent Vay.
5) Fails
i)  Gauge. Not stated.
ii) Type. 15 m. long.

iii) Method of securing rails to sleepers.
Rails are screwed and fastened by fishplates.

Sleepers
i}  Type. TWooden throughout the section,

ii)  Spacing. Sleepers spaced at 80 cm. disdance.

Desoription of Line.

a) Traoks.
Two tracks throughout the section.
b) Stations.
There are no new stations in the section.
o) Passing Loops
i)  PFromBRFURT station to 1.9 km.
ii)  From 19.8 kme to 22,6 km.
d) Bridges
i) Iron, At 7.8 km. over a road.
Length 45 n.
Width 18 m,
Height 10 m.
Iron. At 14 kme over a road.
Longth 50 m.
Width 22 me
Height 10 e
Masonry. At 21.2 kme. over a road.
Longth 22 m.

Width 12 1.
Height 8e5 mie
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Tunnels
There are no tunnels in the scotion.

Cuttings and Embankments.

Embankments only at bridges and are of the
same height.

Gradients and ourves.

There are no gradicents and no sharp ourves
in the seotion.

Junotions and Lpurs.

A suburban line branches off at 19.8 km.
and goes to BLANKENHEIN.

3. System of signalling

Signals and points in the seotion are mechenically
operatedse  In ERFURT and WEILAR stations they are electrically
operated.

a) Control at ERFU.YL Passenger Station is from the
signal box ERFURT H.bef. and at the Goods Station from
Signal boxes Bl, R3, and B6.

b) Control at WEIMAR Passenger Stations is from the

signal box WEIMAR Hebef. and at the Goods Station fram
Signal boxes R2, Sol and Bl.

Administrative System of Control.

Control is oentralised in ERFURT and WEIMAR.

The centre at ERFURT is at signal box Heb.f.

" n " ‘JEII"EAR " " it ] \JEH’Z{:.R
Heb.fe for the Passonger Station and Signal box R2 for the
Goods Station.

Marshalling Yards,

Nil. Only Go.ds Stations at ERFURT and WELMAR.

Servieing and Repair Facilities.

a) Engine sheds.

i) At ERFURT there are 2 round-houses, cach of
diameter 60 m,
400 men are employed.

ii) At WELNAR there are 2 semi round-houses, frontagze
about 70 m,
800 men are employcd.

There are four steam aoranes at BRFURT:one is
used for coaling locos and the other 3 are in the
Goods Station.

toes o/COIltd.
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ii) At VEIMAR there is one Diesel crome in the
Goods Station at the ramp.

Railway Workshops.

At ERFURT there is a loao repair workshOp consisting
of 10 sheds; dimensions of each:-

Length 100 m.
Width 40 m.
Height 15 m.
2000 workmen are employed.

4t WEIMAR there is a waggon repair workshop consisting
of 5 sheds; dimencions of cach:-
Length 100 m.
Width 30 me
Height 20 m.

500 men are employed.

7. Eleotrifiocation of Track.

Nil.
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Description of the Railway Section MAGDEBURG to OSCHERSLEBEN,

In this report all distances mentioned are measured in Kilometres
from MAGDEBURG.

1)  Permanent Way
(a) Rails
i) Gauge not stated

ii) Tyve. 15 m. long.
iii)Rails screwed to sleepers.

(b Sleepers

i) Wooden
ii) Spaced at intervals of 80 cm,

2) Description of Line

(a) Track . Single.

(b) There are no new stations,

(cL Passing loops at:

i) 00 Km (MAGDEBURG) to 1.6 Km,
ii) 15 Km %o 16.1 Km,
iii)36.4 Km. to 33 Km,

(a) Bridges

i) Iron. At 2.4 Km, over the road to OTTERSLEBEN.
Length 25 m.
Width 10 ma
Height 8 m.

ii) Iron. At 10.3 Km, over the main road tAGDEBURG - STASSFURT.
Length 40 m.
Width 12
Height 10

iii)Masonry. At 12.8 Km, over
Length 30
Width 10
Height 8

iv) Iron. At 15.6 Km, over the road MAGDEBURG - HALBERSTADT.
Length 45 m.
Width 12 m.
Height 10 m,

v) Iron, At 16.4 Km, over the road to SCHLEIBNITZ,
Length 30 Me
Width 10 m,
Height 8 m.
A eses/Contd,
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vi) At 20,2 Km, over a road.
Length 28 m,
Width 10 m,
Height 8.5 m.

vii) At 29.6 Km, over the road to HADMERSLEBEN.
Length L[-5 M.
Width 16 m.
Height 8 m.

(e) Tunnels
There is a tunnel at 30 Km.
Length 35 m.
Width 12 m,
Height 10 m,

(f) Cuttings and Embankments

These are only at the approaches to tunnel and bridges.

(g) Gradients =nd Curves

There is a gradient of 1 : 640 from 15.2 Km. to 28.4 Km,
There are no sharp curves.

(h) Junctions snd Spurs

No junctions, There are branch lines at 1.7 Km. to
SCHOENEBECK and at 18.3 Km. to STASSFURT and to SCHOENEBECK.

3) System of Signalling

Signalling throughout this section is electrically operated.
Location of control boxes:-

(a) MAGDEBURG. At signal boxes Magb. Haupt Baf, Mgb 4, R3 and
Goods Station 01, B2 and Rglh.

(b) MAGDEBURG-BUCHAU. Signal box Mg.Bch.

(c) DEYENDORF u " Byfh.

(d) DODENDORF " " DFfII

(e) OSTERWEDDIGEN " " Ostw.

(f) LANGENWEDDIGEN " " Low 1,

(g) BLUMENBERG " " Bbg,

(h) HADMERSLEBEN " " Hml IT.

(1) OSCHERSLEBEN., At Signal boxes OSchl E, Oschl Al and Goods
?

Station RW3 and Bl,

L) Administrative System of Control

Centraliseds The centres are at:-

(2) MAGDEBURG at Signal boxes Mgb Haupf Bf and Rgl.

M/ eese/Contd,
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(p) Along the section at Signal boxes Mg Bch, Df II, Ostw and Bbg.

(c) OSCHERSLEBEN at Signal boxes Oschl E and Bl,
5) There are no marshalling yards in the section.

6) Servicing and Repair Facilities

(a) Engine Sheds

MAGDEBURG. 1 round-house, diamter 50 m. 1 semi-circular engine
house, frontage 80 m., width 30 m, height 15 m.
About 100 men are employcd.

OSCHERSLEBEN. 1 round-house, dismeter 40 m,

(v) Cranes

MAGDEBURG. 3 steam cranes (one for coaling locos. and 2 in the
Goods Station).

(¢) Railway Workshops

There is a repair works in MAGDEBURG consisting of 2 sheds,
Dimensions of each:-

Length 100 m.
Width 40 m,
Height 20 m.

Avbout 300 men are employed.
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